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Infrared Barrier (150m)

EKO IR is an active Infrared barrier that offers high performance
and reduce installation costs. The brand new main control board
allows different configurations and scenarios according to site and
environmental requirements ensuring high detection capability.
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EASY FULLY ANALOG SCENARIOS
ALIGNMENT NO IT COMPONENT

MAIN FEATURES

+ Linear Detection up to 150m (100m in fog environments)

+ Adjustable response time from 40ms to 700ms

- Intelligent electronic board with 9 different Scenarios

- Easy IR Beam alignment through built-in 2-Digit Display

+ Output: dry contacts for Alarm, Tamper, Disqulification

+ Lowest IR Beam switching off function by external command
+ SYNC wire not required

Installation: wall or ground-mounting
Available colors: black
Product Classification: Grade 3 / Env. Class IV

Ground-Mounting application Wall-Mounting application
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Microwave Barrier (100m)

Digital microwave volumetric barrier operating in the X-band
frequency range, primarily used for perimeter security in the civil,
industrial, government, energy, manufacturing, and other sectors.
EKO MW MINI: very discreet, only 35 cm, pole-mounted.

EKO MW: 1.5 meters (or customizable) for ground installation.
Advanced digital signal processing (DSP) significantly increases
detection accuracy and resistance to environmental interference
compared to analog microwave systems.
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MAIN FEATURES

+ Volumetric detection up to 100m

+ Planar antenna

+ 4 Crystal Quartz channels

* Adjustable response time from 20ms to 2000ms
+ Adjustable sensitivity from 0 to 100%

+ Easy alignment with a common multimeter

* LEDs for indications

+ Ouputs: dry contacts for Alarm, Tamper, Fault

Installation: ground-mounting
Available colors: black
Product Classification: Grade 4 / Env. Class IV

EKO MW EKO MW MINI
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Dual Technology Barrier (100m)

EKO DT is an active Double technology barrier offering a very high
level of security even under conditions of thick fog, heavy rain,
strong snowfalls and sandstorms all of which tend to trigger false
alarms or unreliable performances when only Infrared technology
is used.

@ @ &

EASY FULLY ANALOG SCENARIOS
ALIGNMENT NO IT COMPONENT

MAIN FEATURES

+ Linear and volumetric detection up to 100m

+ Adjustable response time from 40ms to 2000ms

* Intelligent electronic board with 9 different Scenarios

+ Easy IR beam alignment through built-in 2-Digit Display
+ Easy MW beam alignment through a common multimer
+ Ouputs: dry contacts for Alarm, Tamper, Disqualification
* Lowest IR beam switching off function by external command
+ Alarm Time Window for Multiple Technologies (IR + MW)
+ Possibility of a 3rd technology integration

* SYNC wires not required

Installation: ground-mounting
Available colors: black
Product Classification: Grade 3 / Env. Class IV

Ground-Mounting application
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REMOTE RELAYS VIA ETHERNET
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DRY CONTACT |
OUTPUT STATUS 4

WEB SERVER FUNCTIONS SETUP CONTROL ROOM

IOT-LAN-WIFI DEVICES

e Collects, via INPUT, the OUTPUT status of the barriers (alarm, tamper, fault etc.) and by exploiting
the LAN / Internet network activates devices anywhere in the world.

e Receives, via LAN network, the GET strings generated by a camera, and activates the own on-board
relays, without laying dedicated cables, but exploiting the same data network with considerable
management distances.

SUPPORTED PROTOCOLS
e WIFI, TCP, HTTP GET CGI, Modbus TCP, MQTT.

REMOTE RELAYS VIA INTERNET
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WEB SERVER FUNCTIONS SETUP CONTROL ROOM
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