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3 Beams Active IR Barrier (250m)

BAT is an active 3 beams stand alone Infrared barrier that offers
high performance and reduce installation costs.

BAT has high efficiency optic lenses, narrow beam width and
electronic filter to reduce environmental disturbances.
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EASY FULLY ANALOG 8 SELECTABLE
ALIGNMENT NO IT COMPONENT CHANNELS

MAIN FEATURES

+ Linear Detection up to 250m (200m in fog environments)
- Adjustable response time from 40ms to 700ms

- Easy IR Beam alignment through built-in 2-Digit Display

- 8 selectable frequency channels

+ Vertical (+/- 10°) and horizontal (+/- 90°) adjustment

+ LEDs indication of power supply and alarm

- Output: dry contacts for Alarm, Tamper, Disqulification

Installation: Wall, Pole or Column
Available colors: black
Product Classification: Grade 3 / Env. Class IV

Ground-Mounting application Pole application Wall application
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Infrared Barrier (150m)

EKO IR is an active Infrared barrier that offers high performance =~
and reduce installation costs. The brand new main control board
allows different configurations and scenarios according to site and Gl
environmental requirements ensuring high detection capability. ;
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MAIN FEATURES »
+ Linear Detection up to 150m (100m in fog environments) il ||
- Adjustable response time from 40ms to 700ms <
- Intelligent electronic board with 9 different Scenarios

- Easy IR Beam alignment through built-in 2-Digit Display. &
- Output: dry contacts for Alarm, Tamper, Disqulification
- Lowest IR Beam switching off function by external command
+ SYNC wire not required & o

Installation: wall or ground-mounting Al
Available colors: black =
Product Classification: Grade 3 / Env. Class IV

Ground-Mounting application Wall-Mounting application




SICURFLEX
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Single Zone Sensor Cable
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SICURFLEX is a fence-mounted intrusion detection system
designed for flexible fences such as chain-link and light
welded-mesh types. Very easy to install and simple to
calibrate, is the ideal solution for securing perimeter fencing
with minimal investments.

Single Zone based, each Signal Processing Unit can manage
up to 500m of sensor cable, typically 250m of fence portion
in a dual pass configuration for fences up to 3m high.
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MAXIMUM OUTDOOR  EASY CALIBRATION NO IT COMPONENTS
RANGE REQUIRED

MAIN FEATURES

- Simple integration via dry contact
« Very easy to install and calibrate

*+ No IT components required

+ Very low power consumption

+ NO sensitive zones
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REMOTE RELAYS VIA INTERNET
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WEB SERVER FUNCTIONS SETUP CONTROL ROOM

I0T-LAN-WIFI DEVICES

o Collects, via INPUT, the OUTPUT states of the barriers (alarm, tamper, fault etc.) and by exploiting
the LAN / Internet network they activate devices anywhere in the world.

* Receives, via LAN network, the GET strings generated by a camera, and activate their own on-board
relays, without laying dedicated cables, but exploiting the same data network with considerable
management distances.

SUPPORTED PROTOCOLS
o WIFI, TCP, HTTP GET CGI, Modbus TCP, MQTT.

REMOTE RELAYS VIA ETHERNET
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WEB SERVER FUNCTIONS SETUP CONTROL ROOM
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